
 

BRAND: KUSTOM SIGNALS INC. 

MODEL: PROLASER 4 

CODE: C407501007 

 

LASER GUN FOR SPEED MEASUREMENT 

 

1. Description: 

 

Velocity measurement gun now with new tracking history features available in the product and now 

with print option via Bluetooth, allows for better time to target detection and lower operating costs. 

 

2. Characteristics: 

 

superior performance 

 Increased range of target range to measure offenders without being detected.  

 Better operation through the glass for more convenient law enforcement.  

 Fast acquisition time to avoid losing the target.  

 Optional calibration certification expiration warning for management of  

certification.  

 

Easy data logging 

 Multiple event reminder of previous measurements.  

 High capacity internal memory. 

 Easy export to Microsoft Excel via USB for statistical analysis of traffic.  

 

superior ergonomics 

 Ideal balance to avoid fatigue. 

 30% lighter than the traditional LIDAR technology gun. 

 Reinforced pistol grip handle to resist rough handling.  

 

easy to read display 

 Highly intuitive and customizable user interface.  

 4 forms of reticles (pointers) to select. 

 Multiple language support. 

 Target tracking indicator. 

 With counting timer option. 

 

Versatile power options 

 4 AA batteries (alkaline or rechargeable). 

 12 VDC car adapter. 

 Power can be supplied via USB (from computer or car).  

 



 

3. SpecificationsTechniques: 

 laser wavelength: 904nm. +/- 10nm. 

 Speed accuracy: +/- 1Km/h, +/- 1mph, +/- 1knot. 

 Speed range: 16 km/h to 320 km/h, 10 mph to 200 mph, 8 to 174 knots. On request 

Optional minimum speed of 0 Km/h. 

 Reach range: 3 m. at 2,400m. (10 feet to 8,000 feet) stationary and reflective.  

 Accuracy range: +/- 15 cm, (+/- 6 inches). 

 Screen resolution: 0.1m. (0.1 feet). 

 Acquisition time: 0.3 sec. (on qualifying targets).  

 Laser beam width: 1 mR. Horizontal / 2.67 mR. Vertical. 

 Eye Safety: CDRH/FDA Class 1 or 1M IEC60825-1. 

 Battery life: more than 11 hours, continuously with the trigger pulled.  

 Operating temperature: -30°C to 60°C (-22°F to 140°F) 

 Power input: 4 AA batteries, USB Type B, 12 VDC adapter.  

 Input and output data port: USB with high retention connector. 

 Dimensions (height x width x length): 25 cm. x 11cm x 16cm (9.8” x 4.3” x 6.3”). 

 Weight (including batteries): 1.1 Kg, (2.5 lb). 

 Weight (without batteries): 1.0 Kg (2.2 lb). 

 Protection: lP-67 certified rain and dust proof. 

 Product approved by the US NHTSA. 

 

PackageStandard includes: 

 Non-slip grip cover. 

 Battery charger. 

 USB cable and 12 VDC adapter. 

 Rugged carry case. 

 

Construction and environment: 

 Robust high impact polycarbonate handle. 

 Aluminum casing with rubber bumpers. 

 Obstruction mode and bad weather mode. 

 

4. Product image:  



 

5. Application Image: 

 

 

6. Optional Accessories (Not included in the cost of the product): 

 

 Tripod. 

 Attachable motorcycle cover. 

 Shoulder stock. 

 Function of indicator of time that the objective has been fixed.  

 With countdown timer option (time elapsed since capture).  

 Printer via Bluetooth to carry it on the hip. 

 Certification of calibration expiration warning and lockout function.  

 Padded laptop bag. 

 Electronic tampering and blocking detection.  

 3x magnification of the HUD screen. 

 Online operator training. 

 

 

 

 

 

 



NOTE: 

1. This technical specification is for reference only, it is subject to change or update without prior notice. 

2. These specifications and images are for illustration purposes only, they do not imply any preference, 

definition, guarantee, property or obligation.  

3. The use of this information by any person, company and/or entity is at their own risk.  

4. We disclaim any liability for its use. 
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