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TACTICAL MANUAL METAL DETECTOR 

 

 

1. Description: 

 

It is the strongest and most compact metal detector on the market. With a highly sensitive 360 ° detection 

area and a quiet vibration alarm indicator, this model is perfect for all law enforcement operations. It is also 

particularly effective for use in schools, bars, clubs, and for business security. 

 

2. Characteristics: 

 

 Ultra sensitive response to metallic objects. 

 Accurate detection of all stainless steel, ferrous and non-ferrous weapons, contraband and other metallic 

objects. 

 360 ° detection area. 

 No adjustments required. 

 Silent vibration with red alarm LED indicator. 

 Bright LED flashlight for low light conditions and night operations. Useful for verifying IDs and searching 

pockets and bags. 

 Sealed waterproof construction. Meets IEC 529 IP66 standards. 

 High impact resistant housing with molded rubber grip. Exceeds Mil-Std -810F (Drop Test) Method 516.5, 

Procedure II. 

 Easy handling battery cover. 

 Works with 9 volt battery (included). 

 Ballistic Fabric Holster (Included) - Easily mounts to belt or car. 

 

3. Technical specifications: 

 

 Operating temperatures: -37 ° C to 70 ° C (-35 ° F to 158 ° F). 

 Water and dust: Meets IEC 529 IP66 standards. 

 Settings: Automatic. 

 Indicators: 

o Silent / Vibration. 

o LED warning lights:  

 Green: On. 

 Amber: Low battery. 

 Red: Alarm condition. 

 Controls:  

Power switch (On / Off). 



LED flashlight (momentary). 

 Battery: 

A single 9-volt battery provides up to 80 hours of normal operation. 

 Warranty:Limited, 24 months for parts and labor. 

 Dimensions: 

o Length: 22 cm. (8.43 inch). 

o Thickness: 4.1 cm. (1.6 inches), decreases to 2.9 cm. (1.125 inches) partly thinner. 

o Broad: 8.3 cm (3.25 inches) 

o Scan area: 8.9 cm. (3.5 inches) long; 360 ° plus the tip. 

 Weight: 200 grams (6.4 ounces). 

 

Standards and Regulatory Information: 

 

 The enclosure exceeds MIL-STD-810F (Drop Test) method 516.5. procedure II. 

 Meets IEC 529 IP66 standards. 

 Complies with US and International regulations for electromagnetic safety. 

 Extensive research does not reveal information that could indicate that this product has adverse 

effects on pregnancy, medical devices (such as pacemakers) or magnetic recording media. 

However, the directives of physicians and medical device manufacturers regarding metal detectors 

must be followed. 

 

4. Product image: 

 

5. Application Pictures: 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

6. Optional accessories (Not included in the cost of the product): 

 

 Kitrechargeable battery:Includes one (01) battery charger (voltage 110 or 220 VAC) and two (02) 

rechargeable NiMH batteries that provide up to 25 hours of operation in every 12 hours of recharge.  

 

 

 

 

NOTE: 

1. This technical specification is for reference only, it is subject to modification or update without prior notice. 

2. These specifications and images are for illustration purposes only, they do not imply any preference, definition, 

warranty, ownership or obligation. 

3. The use of this information by any person, company and / or entity is under their own responsibility.  

4. We disclaim any liability for their use. 
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