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 20-ZONE METAL DETECTOR ARC  
 
 
1. Description: 
 
Garrett's MZ 6100 walk-through metal detector provides enhanced performance and special 
program selections designed to meet the different security requirements of schools, stadiums, 
government buildings, public transportation, nightclubs, prisons, airports, entertainment venues, 
loss prevention and special events. 
 
This detector includes a bright LED display and a zone light matrix that is visible in sunlight. The 
industry-leading performance of the MZ 6100 is enhanced by an auto-setup feature, 20 zones, 
and tamper-proof circuitry. Operator adjustments are simple, thanks to the unit's design and slide 
bar function. 
 
2. Characteristics: 
 

 Performance optimum 

More than 15 application programs designed to address the needs of schools, airports, 

special events, prisons, courts, facilities, mass transit, loss prevention, and other applications. 

 

 20-zone precision 

The twenty zones of the MZ 6100 provide the precise location of one or more objects 

simultaneously. 

 

 Directional counter 

Four directional counting settings (forward, backward, subtract backward, and bidirectional). 

 Optional wired or wireless communication 
Manage arcs individually or in groups and do network statistical analysis with the CMA 
interface module. 
 

 Optional battery backup 
Two options: the internal 1.5 amp hour lithium battery provides approximately 1 hour of 

emergency power, or the 14 amp hour lithium battery provides approximately 10 hours of 

operation. 

 Advanced sync 
Advanced circuitry allows multiple detectors to be installed up to 2 inches apart. 
 

 Selectable Language 
Select from more than 10 languages. 

 

 Intuitive menu layout 
The 32-character menu commands are easy for the user to understand (ie, no codes or 
abbreviations have to be learned). 
 

 Convenient slide bar 
Use it to quickly adjust the value of a setting. 
 

 Better access control 
The tamper-proof detector is controlled by a 5-digit alphanumeric system that has 60 million 
code combinations. Additional safety measures include a programmable panel restriction 
switch stored in the cabinet that can be locked. 
 



 High intensity LED indicators 
Green and red eye level status lights and zone indicators are highly visible, even in direct 
sunlight. 
 

 Auto scan function 
The MZ 6100 scans the electromagnetic environment and selects the optimal frequency for 
noise cancellation. 
 

 Superior versatility 
Field programmable to allow system upgrades. Environmentally protected against wind, rain 
and dust. Full range of accessories such as infrared remote control (for easy adjustments) 
and wheel sets (to make the unit completely portable). 
 

 Tamper proof 
Circuits and wiring are secured behind a lockable panel. All settings are secured with two 
levels of access codes and a keypad restriction switch. 
 

 Easy mounting 
The modular design of the MZ 6100 allows for quick and easy assembly of its four (4) sub-
assemblies using just eight (8) screws and three (3) internal cable connections. 
 

 Digital signal processor (DSP) based technology 
DSP provides increased sensitivity, noise immunity, discrimination, detection uniformity, and 
overall product reliability. 
 

 Garrett Arc Detector Safety 
Garrett Arc Metal Detectors meet US and international electromagnetic safety regulatory 
requirements. After extensive research, no information has been found that would indicate 
that Garrett products have adverse effects on pregnancy, medical devices (such as 
pacemakers), or magnetic recording media. However, the recommendations of physicians 
and medical device manufacturers regarding metal detectors should be followed. 

 
3. Technical specifications: 
 

 Standard programs: Includes more than 15 application programs. 

 Sensitivity levels: Up to 200 different sensitivity levels. 

 Detection zones: 20 zones for precise location of metal objects. 

 Control Unit in the upper part: All electronics (LEDs, alarm light, bar graph, control 

touch panels) are integrated to eliminate exposed wires and tampering. 

 Tamper-proof settings: Three levels of access control 

 Self-diagnosis program: Complete and automatic 

 Zone sensitivity improvement: 20 independently adjustable zone enhancements. 

 Battery packs (optional): The 1.5 amp and 14 amp lithium battery modules offer typical 

1 hour or 10 hour run times, built in to eliminate exposed wires and tampering. 

 Warranty: 24 months 

 Interior size of passage: 2.03 m (height) x 0.76 m (width) x 0.58 m (thickness) 

 Total exterior size: 2.21m (height) x 0.90m (width) x 0.58m (thickness) 

 Shipping size: 2.32 m (height) x 0.90 m (width) x 0.16 m (thickness) 

 Shipping Weight: 68.5 kg 

 Operating temperature: -20 ° C to + 60 ° C 

 Humidity: up to 95% non-condensing 

 Storage temperature: -40º C to 70º C 

 Energy: Fully automatic from 100 to 240 VAC, 50 or 60 hertz, 40 watts; no need to rewire, 

change or adjust. 

 Waterproofing: Meets IP 55, IEC 529 standards for humidity, protection against foreign 

matter. 

 Construction: Attractive scratch and scuff resistant laminate. Detection head and 

bracket: high-strength aluminum. 

 Random alarm function: Adjustable from 0 to 100 percent. 



 

4.- Standards and certifications: 
 

 Meets electrical safety and compatibility requirements for CE, FCC, CSA, IEC, ICNIRP, IEEE. 
 
5.- Product image: 
 

  
 

  



6.- Application images: 
 

 
  

 
 
NOTE: 
1. This technical specification is for reference only, it is subject to modification or update without prior notice. 
2. These specifications and images are for illustration purposes only, they do not imply any preference, 
definition, warranty, ownership or obligation.  
3. The use of this information by any person, company and / or entity is under their own responsibility.  
4. We disclaim any liability for their use. 
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