
 

BRAND: SAS R&D SERVICES 

MODEL:SAS Hi-Tech XPOSE 

CODE: D119601010 

 

MINIATURE CONTRABAND DETECTOR KIT  

 

1. Description: 

This product has an exempt source 10 microcuries/370 Kbq 133 bar (7.5 microcuries source available 

upon request). Large backlit video graphic display viewable in all lighting conditions, with real-time motion 

graphics and numeric output; saves 100 scans in memory; downloadable to a computer via USB with 

Xpose Tool Software for evidence retention and remote troubleshooting; built-in remote display; also serves 

as a radiation detector; waterproof to IP56; NRC license-exempt, meets ISO9001:2008, MIL STD 810G, 

CE and RoHS standards. 

 

2. Specification sheet: 

 Radiation source:  133 bar, exempt quantity 10 standard and recommended microcuries,   

     the useful life of Xpose is approximately 20 years. 

 Pursuant to CBP 5290-0198: The dosage is indistinct from the bottom to 10cm+. 

 Numeric and graphic display: Graphic display in real time and also digital numeric. 

 Memory Retention:  Xpose saves 100+ scans in memory as evidence collection  

or training. 

 Capture time and date: Visible on screen and saved at each recorded reading. 

 Depth at date:  Detects in excess of 6”(15.2cm) through any material and surface. 

 Scan speed:  Xpose can scan through 10mm of steel at a ratio of 7 to 9  

inches(17-22cm) per second with positive contraband identification. 

 Weight:     1.9 lbs. (865 grams) with batteries. 

 Dimensions:    6.5”(16.5cm) Length x 3.25”(8.25cm) Width x 1.75” (4.4cm) Height. 

 Temperature range:  -22F to 131F (-30°C to +55°C). 

 Screen size:  High resolution data display, 400x240 graphical LCD video display  

Viewable by day or sunlight, uses anti-scratch Gorilla glass. 2.5” (6.35cm) 

wide, 1.5” (3.81cm) high. 

 Radiation detector:  Xpose has a radiation detection mode. 

 Software CD:   To transfer data to a PC via USB for storage, 

Training, analysis and collection of evidence and to update the software. 

 Battery duration:  40 continuous hours in “ON” mode as a minimum. 

 Alarm:     The Xpose alarm is special loud for noisy environments of 60 dB,  

2.4 kHz, 0.5 sec., with audible alert. 

 Backlit display: Bright display light for night use. 

 Low battery indicator: Activates when the Xpose battery needs replacement. 

 Calibration block:  Lead Free Mini Gauge Block, 3.25L x 3.25”W x 2.25” 1lb. 



 Training DVD:  Training DVD in multiple languages: English, Spanish, Russian and Arabic.  

Other languages, if requested. 

 

3. Certifications: 

 Radiation license:  License exempt from NRC 10CFR 32.30.32.32 

 CE and RoHS Compliant:  It is free of harmful substances such as lead, mercury, cadmium, 

chrome  

hexavalent etc. 

 ISO 9001:2008 Compliant:  Only this equipment has ISO quality certification. 

 IP56 certificate:   It is certified as resistant to water and dust. 

 TAA and Berry Compliant:  It is proudly made in the USA. 

 

 

4. Unique accessories: 

 Extension Arm:  Retractable extension pole with self-flexing head (extends from  

30° to 95°(2.4m), cib internal wiring). 

 Remote control screen: Remote display tablet with operational remote control capability  

TOTAL of this equipment and all its settings and menus. 

 

5. Standard accessories: 

Lead-free mini calibration block, holster, wrist strap, USB connector, spare battery set, earphones, Xpose 

Tool Software CD, DVD and training manual, waterproof case. 

 

6. Optional gadgets: 

 RCH-BAT rechargeable batteries and charger 

The use of disposable batteries is recommended, but we also offer the option of (4) AA rechargeable 

batteries with a USB charger that can be plugged into vehicle power ports or standard outlets. 

 XTEN Xtender Long Reach Pole 

Perfect for Trailers and Walls with self-swivel head, lightweight retractable pole, measures 30” (0.76m) 

closed and expands to 95” (2.4m) with internal wiring, monitor mount, packed in carry bag. 

 XTRE Xtreme Remote Control Tablet Computer Screen 

Not just a simple numeric display, it gives the user FULL operational control of the Xpose on or without the 

Xtender. You can access all the readings from the tablet. The user can add any technical data or support 

information, if required, on the fully functioning tablet. 

 

 

 

 

 

 

7. Product image: 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

NOTE: 

1. This technical specification is for reference only, it is subject to change or update without prior notice. 

2. These specifications and images are for illustration purposes only, they do not imply any preference, definition, 

guarantee, property or obligation.  

3. The use of this information by any person, company and/or entity is at their own risk.  

4. We disclaim any liability for its use. 
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