
 

BRAND: AVEC  
MODEL: TAPR  
CODE: E129401004 

 

Gas mask without visor 

 

1. Description: 

AVEC TAPR® is made of high-quality sanitary silicone rubber, which does not cause skin irritation, 

allows long-term physiological tolerance at work, does not cause unpleasant sensation on contact 

with sensitive skin, is light, easy to apply when unfolded in protective position and easy to remove.  

Physiological tolerability while in use is favorably affected by low resistance to inhalation and 

exhalation. This is because the half mask has a unique dual-valve exhalation system, which 

ensures easy exhalation even under heavy physical exertion. 

The AVEC TAPR® comes with a wide range of filters with a standard round 40mm thread Rd 

40x1/7” (EN 148-1, STANAG 4155). Thanks to the standard thread, the half mask is compatible 

with filters used by soldiers, police, rescue teams and medical personnel around the world. 

The AVEC TAPR® comes with two types of exhalation valve caps, which are interchangeable. The 

low cap is suitable for use on the side where the user places the stock. In this way, it facilitates 

aiming and improves shooting comfort. The shape of the nose section is adjusted for use with 

tactical goggles. 

 

2. Features:  

• Fixation to the head by head harness with mesh and elastic elements:  

- Clamping system designed to allow a quick and precise application of half mask, easy adjustment 

and adjustment to the user's face.  

- The upper part is made of breathable stretch mesh. 

- Allows natural air circulation. The rear tab "for easy application and removal half mask" allows 

its use even when wearing tactical gloves. 

- Attachment to the helmet with ARC rails using Fidlock buckles 

- This patented fastening system uses "Fidlock magnetic buckles" to easily fasten the half mask to 

the wearer's face in conjunction with a protective helmet equipped with side ARC rails. 

- Fidlock buckles and special fasteners allow easy attachment of half mask straps to the helmet 

using only one hand. (The wearer is not required to drop a weapon even in a tactical situation 

that requires the immediate application of the protective half mask. At the same time, the half 

mask can be removed in one movement thanks to the buckle design.) 

• Fixation to the hull with the MSA Gallet system 



The fastening system is fully compatible with the MSA Gallet M05006, Schuberth P100 A and 

Schuberth P100 ° F protective helmet systems used by police and rescue forces around the world. 

The half mask is attached to the helmets with a strong metal buckle. 

3. Technical Specifications:  

Weight: 120g 

Size: Universal 

Fastening System: Rubber Fabric Head Harness / ARC Rail / US Buckle 

Filter Connection: EN 148-1, NATO STANAG 4155, 40 × 1/7 ”  

inhalation resistance 

 at 30 l/min  at 160 l/min 

 EN) S–97  EN) S–97 

 50 15 300  135 

 

1. Silicone material with extreme service life and 

comfortable contact with the user's face. 

2. Anatomical mask shape for perfect sealing 

3. Unique fixing system for various fixing systems. 

4. Pair of exhalation valves with interchangeable caps 

for use during firing and for a communication interface 

5. EN 148-1, NATO STANAG 4155, 40x1/7” thread for 

filter connection 

 

 

 

 

 

 

 

 

4. Product Image:  



 

 

5. Application Images 

 

 

 
NOTE:  
1. This technical specification is for reference only, it is subject to modification or update without prior notice. 
2. These specifications and images are for illustration purposes only, they do not imply any preference, definition, 
warranty, ownership or obligation.  
3. The use of this information by any person, company and / or entity is under their own responsibility.  
4. We disclaim any liability for their use. 
Revision A 2021 

 


