
 
BRAND: REI 
MODEL: OSCOR GREEN 
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one.-Description: 
 
This equipment is a portable RF spectrum analyzer with a fast sweep speed and suitable for detecting 
unknown, illegal, harmful, and anomalous transmissions over a wide range of frequencies. This 
capability makes this equipment ideal for: 
 

 On-site inspection of communication systems (mobile phone antennas, microwave links, etc.) 
 Analysis of radiofrequency emissions. 

 Wireless service providers and installers. 

 Investigate the misuse of the radio frequency spectrum. 

 Security inspection for the detection of spy radio frequency equipment. 
 
2.- Characteristics: 
 

 fast sweep time,24 GHz in less than 1 second (depending on the model). 

 Complete package. 

 Integrated auto-switching antenna system, 10 KHz to 8 GHz or 24 GHz (depending on the 
model). 

 trace analysis, compares peak traces to identify unique RF energy in a specific environment. 

 Easy location of RF signals, Portable design minimizes installation time when moving from 
one location to another. 
 

3.- Technical specifications: 
 
RF system: 

 Frequency range:  8GHZ model: 10KHz to 8GHz 
 24 GHZ model: 10 KHz to 24 GHz 

 Sensitivity/Average Noise Level Displayed (25 KHz Resolution Bandwidth):  
Without preamplifier = -100 dBm. 
With preamplifier= 110 dBm. 

 Sweep speed:  24GHz/ second. 

 Pre-amplifier:   DC - 8GHz = 10dB. 

 Attenuation:   DC-24GHz= 0dB, -10dB, -20dB, -30dB. 

 Dynamic range:  Min/Max Range: 90dB 
 SFDR: 80dB 

 
Audio system: 

 Demodulation Type:  AM, FM. 

 filter sizes  : 800KHz, 200KHz, 12.5KHz, 6.25KHz, 2KHz. 

 Subcarrier Filters:  6.25KHz, 12.5KHz, 200KHz. 

 headphone output  

 built-in speakers 
 

video system: 
 Formats   : NTSC, PAL, SECAM. 

 demodulation   : AM, FM. 

 filter sizes  : 12.75MHz, 6.375MHz. 

 Subcarrier filters  : 6.25KHz, 12.5KHz, 200KHz. 
 

Antenna system: 

RADIO FREQUENCY SPECTRUM ANALYZER 



 Built-in auto-switching antenna system 

 Frequency   : 8 GHZ model: 10 KHz to 8 GHz 
 24 GHZ model: 10 KHz to 24 GHz 

 
Inputs/outputs: 

 Auxiliary RF Input:  10KHz to 8GHz 

 IF output:   25 MHz wide centered at 75 MHz. 

 Baseband output:  DC-6MHz 

 Expansion:   Auxiliary control port for MPP. 
 
remote capacity 

 Ethernet port for VNC remote access 
 
User interface: 

 Integrated touch screen with 8.4” monitor. 

 Soft keys and rotary optical encoder. 

 USB port (type A):  for peripherals (keyboard, mouse). 
 

Power supply: 
 Universal power supply included: 100-240VAC, 50-60Hz. 

 Removable battery:  rechargeable Li-ion, 2-3 hours of operation. 
 

External storage capacity: 
 Compact Flash (CF) slot 

 USB type A port 
 

Mechanics: 

 Dimensions:   29.2cm x 33.5cm x 7.6cm. 

 Weight with battery:  4.4kg. 

 Box Dimensions (Length x Width x Depth): 49.5cm x 37.8cm x 14cm.  

 Box weight:  9.5kg. 

 Operating temperature: 0°C to 50°C. 
 
 
4.- Image of the product: 
 

 
 

 
 



5.- Application images: 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
  
 
NOTE:  
1. This technical specification is for reference only, it is subject to change or update without prior notice. 
2. These specifications and images are for illustration purposes only, they do not imply any preference, definition, 
guarantee, property or obligation.  
3. The use of this information by any person, company and/or entity is at their own risk.  
4. We disclaim any liability for its use. 
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