
 

BRAND: VOTI 
MODEL: XR3D-100 
CODE: R123101016 
 
 
X-RAY EQUIPMENT LARGE TUNNEL PACKAGES 1014 X 1062 MM 
 
 
1. Description: 
 
The XR3D-100, powered by BioSansTM, is an easy-to-use, single-view scanner that provides 

operators with extremely detailed images and more detection at a very low cost of ownership. 

With a tunnel opening of 1014mm wide by 1062mm high (39.9" x 41.8"), the XR3D-100 is the 

ideal solution for a wide variety of uses including critical infrastructure, transportation and border 

operations in which the control of packages, bags and mail. 

VOTI scanners employ innovative 3D PerspectiveTM technology to deliver exceptional threat 

detection capabilities. Through an advanced and intuitive touchscreen interface, operators can 

manipulate and enhance scanned images in a variety of ways to better locate and assess potential 

threats. The overall threat detection process is enhanced by a suite of software-guided tools and 

functions, including threat library libraries. 

 

2. Features  

 3D PerspectiveTM dual energy imaging 

 LCD touch screen 

 Multilingual operations 

 remote technical support 

 Secure USB port for external storage available through BioSansTM software 

 Automatic archive (>50,000 sessions) 

 Instant view of the last 5 bags 

 50cm covers 

 Fully automatic tube flavoring software 

 network ready 

 Built-in automatic diagnostic test and self-diagnosis 

 Scanned object counter 

 File management module 

 Administration module 

 Restricted and secure password 

 bidirectional scanning 

 VotiIMAGETM 

 Image Edge Enhancement (IEE) 

 Black and white and reverse video 

 Variable Contrast Control 

 Digital zoom up to 64x, pan and rotate 



 dynamic pseudolayer 

 VotiMATTM 

 Zeff color image 

 Organic / inorganic removal 

 Zeff-based calculation 

 VotiDENSTM 

 High Density Automatic Alert (HDA) 

 HD and VHD upscaling 

 

3. Technical Specifications 

a) General Specifications 

Dimensions:  

o Length (L): 3027mm (119.2")  

o Height (H): 1871mm (73.7") 

o Width (W): 1439mm (56.7")  

Conveyor height: 363 mm from the ground  

Tunnel Size: 1014mm x 1062mm (39.9" by 41.8") 

Maximum object size: 1000mm x 1000mm (39.4" by 39.4")  

Conveyor speed: 0.22 m/s (44'/min.) variable speed, bi-directional 

Conveyor load: 200 kg (441 lbs) maximum weight evenly distributed  

Approximate weight: 975 kg (2150 lbs)  

System power: 120/240 VAC 10/5 A 50/60 Hz 

 

 b) Performance Specifications:  

Generator: Single X-ray generator operating at 160 kV 

Cooling: Sealed Oil Bath 

Orientation: Diagonal down 

Duty cycle: 100%. 

Detectors: Dual-energy silicon photodiodes for color coding and 

material classification 

Wire Resolution: Up to 36 AWG 

Steel Penetration: Up to 35mm* 

 

c) Computer specifications:  



Network connection: WIFI/Ethernet/LTE options 

Monitor: 24" color LCD touch screen. 

Resolution: 1920x1080 

 

4. Product Image.  

 

 

 

NOTE:  
1. This technical specification is for reference only, it is subject to change or update without prior notice. 
2. These specifications and images are for illustration purposes only, they do not imply any preference, 
definition, guarantee, property or obligation.  
3. The use of this information by any person, company and/or entity is at their own risk.  
4. We disclaim any liability for its use. 
Revision A 2021 

 


