
 

BRAND: ADANI 

MODEL: BV 100100TB 

CODE: R123401003  

 

 X-RAY EQUIPMENT FOR LARGE PACKAGES, TUNNEL 1010 x 1010 mm 

 

1. Description: 

 

Scanner specially designed for fast and accurate baggage and cargo inspections, it offers sophisticated 

technology, large tunnel size and minimum inspection time without the need to unpack and open the objects 

to be inspected. 

The system is a very convenient and effective solution for sites where large luggage and small cargo control 

is required. This X-ray machine has an easy-loading design with a low-height pallet bottom cover of only 

300mm. (11.81 inches). 

This security system meets the requirements of customs facilities, airports, logistics companies or where 

security control of heavy packages is required. This X-ray machine guarantees high performance and 

effective detection. 

 

Applications: 

 Airports. 

 Customs. 

 logistics centers. 

 Warehouses. 

 Ports. 

 

2. Characteristics: 

 

 Proven reliability. 

 Simple interface. 

 Easy to use and highly effective. 

 Real-time self-diagnosis. 

 Automatic identification of suspicious objects. 

 Multilanguage interface. 

 Quick on and off. 

 Fault-tolerant system configuration.  

 

3. Technical specifications: 

 

 Inspection tunnel dimensions:1010 (width) x 1010 (height) mm. [39.8 x 39.8 inches]. 

 Conveyor Belt Speed: 0.22 ± 0.03m/s. 



 Distributed load on the conveyor belt:max. 200kg [441lbs]. 

 Generator anode voltage: standard mode 140 KV / high 160 KV. 

 High mode steel penetration: 34mm guaranteed, 36mm. typical. 

 Wire detectability: 38AWG 

 Dual energy detector: Yes. 

 Number of colors within the x-ray image: 7 and 3. 

 Dimensions:3550 (length) x 1280 (width) x 1850 (height) mm. [139.8 x 50.4 x 72.8 inches]. 

 Weight: 950 kg [2094 lbs]. 

 Power supply: 120/230VAC ± 5%, 50/60Hz. 

 Energy consumption:max. 0.9KVA. 

 Operating temperature: 0°C to 40°C (32°F to 104°F). 

 Humidity: Up to 90%, non-condensing. 

 

4. Product image: 

 

 

 

 

 

NOTE: 

1. This technical specification is for reference only, it is subject to change or update without prior notice. 

2. These specifications and images are for illustration purposes only, they do not imply any preference, definition, 

guarantee, property or obligation.  

3. The use of this information by any person, company and/or entity is at their own risk.  

4. We disclaim any liability for its use. 
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