
 

BRAND: ADANI 

MODEL: BV 6045 

CODE: R199901002  

 

TEAM FROMX-RAYS FOR MEDIUM PACKAGES, TUNNEL 610 x 450 mm 

 

1. Description: 

 

This equipment is the optimal solution for a fast and precise inspection of small and medium-sized objects and 

packages such as mail, hand luggage, suitcases, etc. 

Due to its size and small operating area, the X-ray machine remains mobile, so it can be easily moved through 

most doorways. 

 

Applications in: 

 Border crossing transport facilities. 

 Prison security checkpoints. 

 Government buildings justice court. 

 Banks and hotel complexes. 

 Critical infrastructure, maritime transport.  

 

2. Characteristics: 

 

 Cost effective solution. 

 Proven reliability. 

 Simple interface. 

 Automatic identification of suspicious objects. 

 Automatic weapon detection software. 

 Multilanguage interface. 

 Quick on and off. 

 Fault-tolerant system configuration. 

 

3. Technical specifications: 

 

 Inspection tunnel dimensions:   610 (width) x 450 (height) mm. [24.0 x 17.7 inches]. 

 Conveyor Belt Speed:   0.22 ± 0.03m/s. 

 Distributed load on the conveyor belt:max. 180kg [397lbs]. 

 Generator anode voltage:    standard mode 140 KV / high 160 KV. 

 Steel Penetration:     in high mode: 36 mm. guaranteed, 37mm. typical. 

 Wire detectability:     40AWG 

 Dual energy detector:      Yes. 



 Number of colors within the x-ray image: 3 and 7 color palette. 

 Properties of the x-ray image:   Stored digital video (1920x1080), gray levels 

 stored (65536). 

 Monitor Specifications: Resolution not less than 1920x1080 or better. 

 Dimensions:2140 (length) x 845 (width) x 1325 (height) mm. [84.3 x 33.3 x 52.2 inches]. 

 Weight: 410 kg [904 lbs]. 

 Power supply: 120/230VAC ± 5%, 50/60Hz. 

 Energy consumption:max. 0.9KVA. 

 Operating temperature: 0°C to 40°C (32°F to 104°F). 

 Humidity: Up to 90%, non-condensing. 

 

4. Standards and certifications: 

 

 Complies with US Code of Federal Regulations CDRH 21 CFR 1020.40, cabinet x-ray systems and a 

maximum leakage radiation of less than 0.1 mR/hr (1 uSv/hr). 

 

5. Product image: 

6. Application pictures: 



 

 

7. Optional Accessories (Not included in the product cost): 

 

 Entry and exit rollers. 

 Operator desk. 

 Test objects. 

 UPS (uninterruptible power supply). 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

NOTE: 

1. This technical specification is for reference only, it is subject to change or update without prior notice. 

2. These specifications and images are for illustration purposes only, they do not imply any preference, definition, 

guarantee, property or obligation.  

3. The use of this information by any person, company and/or entity is at their own risk.  

4. We disclaim any liability for its use. 
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