
 

BRAND: ADANI 

MODEL: BV 5030CA 

CODE: R199901003 

 

RAY EQUIPMENT FOR SMALL PACKAGES, TUNNEL 532 x 332 mm 

 

1. Description: 

 

Compact and easy to use X-ray inspection system for fast and effective scanning of carry-on bags and 

packages. With a weight of 160 kg. and ergonomic design, this product can be easily relocated to different 

access points and deployed even in restricted spaces without the need for special equipment. 

 

Applications in: 

 Government buildings of the forces of law and order. 

 Embassies and consulates, VIP residences. 

 Hotel complexes and shopping malls. 

 Mail rooms, schools and universities. 

 Public events, land and sea transport companies. 

 

2. Characteristics: 

 

 With folding touch screen monitor and detachable base. 

 Compact size and light weight. 

 Easy to operate and safe. 

 Cost effective solution. 

 Proven reliability. 

 Simple interface. 

 Real-time self-diagnosis. 

 Automatic identification of suspicious objects. 

 Automatic weapon detection software. 

 Multilanguage interface. 

 Quick on and off. 

  

3. Technical specifications: 

 

 Inspection tunnel dimensions:532 (width) x 332 (height) mm. [20.9 x 13.0 inches]. 

 Conveyor Belt Speed:0.22 ± 0.03m/s. [0.4mph]. 

 Distributed load on the conveyor belt:max. 75kg [165.4lbs]. 

 Generator anode voltage: 100KV. 

 steel penetration: 14mm (guaranteed), 16mm. (typical). 



 Wire detectability: 40AWG 

 Number of pseudo colors: 7 or 3. 

 Dimensions:max. 1300 (length) x 695 (width) x 1440 (height) mm. [51.2 x 27.4 x 56.7 inches]. 

 Weight: 160 kg [353 lbs]. 

 Power supply: 110/230VAC ± 10%, 50/60Hz. 

 Energy consumption:max. 0.6KVA. 

 Operating temperature: 0°C to 40°C (32°F to 104°F). 

 Humidity: Up to 90%. 

 

4. Standards and certifications: 

 

 Complies with US Code of Federal Regulations CDRH 21 CFR 1020.40, cabinet x-ray systems and a 

maximum leakage radiation of less than 0.1 mR/hr (1 uSv/hr). 

 

5. Product image: 

 

 

 

6. Application pictures: 

 

 

 

 

 

 

 

 

 



 

X-ray equipment with removable base: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

7. Optional Accessories (Not included in the product cost): 

 

 Entry and exit rollers. 

 Operator desk. 

 remote monitor. 

 Specialized keyboard. 

 Test objects. 

 UPS (uninterruptible power supply). 

 

 

 

 

 

 

 

 

NOTE: 

1. This technical specification is for reference only, it is subject to change or update without prior notice. 

2. These specifications and images are for illustration purposes only, they do not imply any preference, definition, 

guarantee, property or obligation.  

3. The use of this information by any person, company and/or entity is at their own risk.  

4. We disclaim any liability for its use. 
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